








Prominent advantages of PAR-KY®

CLICK AND GO 
Thanks to the Uniclic system, the floor is easy to install 
without glue. 
The clear installation instructions are printed on every 
package or can be downloaded on www.par-ky.com.

8 LAYERS OF LACQUER 
The boards are finished with 8 layers of ultrastrong lacquer
in 3 versions:
• Sealed satin: gloss of 20%, sealed and natural 
 lacquered. This board is extremely strong!
• Sealed matt: gloss of 10%, sealed and mat lacquered. 
 This board is extremely strong! 
• Brushed matt: gloss of 10%, brushed and mat lacquered. 
 This emphasizes the structure of the wood and increases 
 the natural and luxurious aura.

NO NEED TO (RE)SANDING
Unlike solid wooden flooring, PAR-KY® never has to be 
(re)sanded. That saves a lot of dust, time and money. The 
strong layers of lacquer prevent this needless treatment.

STRONG RESISTANCE
AGAINST IMPACT 
The veneer is glued on an ultra-strong high density board 
(HDF). Together with the 8 layers of lacquer it results in a 
higher resistance to dents than solid wood or floors with a 
thicker top-layer.

EASY TO REPAIR 
PAR-KY® developed for each wood specie a seal spray 
to repair small scratches. Once applied it also avoids the 
penetration of dirt. Scratches in a stained floor can be 
made less visible by putting first a stained product into the 
scratches.

By serious damage, it is possible to replace a board even 
in the middle of the floor.

HDF 1050 kg/m3
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EASY TO MAINTAIN 
The ‘Aqua Sealing Complete’ system makes sure that the bevels 
are stained in the same color as the surface. The bevels are also 
lacquered after the staining. Due to this system, your floor is 
sealed against moisture.

PAR-KY® is easy to maintain with any high quality maintenance 
product. For additional protection, we advise to use the PAR-KY® 

cleaner.

12 TO 15 YEARS OF WARRANTY 
PAR-KY® veneer flooring is a product of the Decospan group, 
European market leader in veneer processing. Our many years of 
experience and our focus on innovation contribute to the quality 
and the reliability of our products.

Because we are convinced about the quality of our veneer 
flooring, we grant a warranty from 12 to 15 years, depending on 
the lacquering systems: 

• 15 years for the collections SOUND sealed and LOUNGE sealed
• 12 years for all other collections

ECOLOGICAL AND SUSTAINABLE
In the policy of the Decospan group, respect to nature is a part of 
the corporate philosophy. This responsibility is shown in our Pure 
Wood-charter. All our suppliers are obliged to acknowledge and 
respect this. It is a clear signal to our suppliers and customers that 
our engagement for nature is an essential part of our strategy and 
that our wood is sourced from well-managed forests.

For the production of PAR-KY® veneer flooring, we need 25 times 
less wood than for solid flooring. Veneer has a useful net surface 
of 700 to 1000m2 per m3 wood. In comparison: solid wood with a 
thickness of 15mm has a useful net surface of 40m2.

The PAR-KY® veneer floors are finished with an environment-
friendly UV curing multi-layer coating with nearly no volatile 
organic substances (VOS). For the staining, we only use water 
based stain. PAR-KY® by SHINNOKI even goes a step forward. 
This collection has a FSC certificate and is free of formaldehyde.

1m3 logs
= 40 m2 solid wood - thickness 15 mm
= 700 à 1000 m2 wood veneer
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An overview 
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1800 x 160 mm 
71 x 6 5⁄16 inch

15 mm 
3⁄5 inch

1,728 m2 
 18,6 sq.ft

103,68 m2 

1116,00 sq.ft

Dimension of the board 

Thickness of the board 

Number ⁄ box 

Number ⁄ pallet 

Oak European

Oak White

Oak Ivory

Milk Oak

Oak Silvergrey

Desert Oak

Mystery Oak

Smoked Oak

Chocolate Oak

Smoked/Brown Walnut 

Granite Walnut

Beech Steamed

American Cherry

American Maple

Imbuia

Black Fraké

Olive Wood

Zebrano

Wengé

Teak

Bamboo Steamed

Sucupira

Jatoba

Afzelia Doussié

Rosewood Santos

Indian Apple 

Ebony Macassar

BRUSHED BRUSHEDSEALED SEALEDBRUSHED SEALED
2-stripSEALED

1800 x 120 mm 
71 x 4 3⁄4 inch

15 mm 
3⁄5 inch

1,296 m2 
 13,95 sq.ft

90,72 m2 
 976,50 sq.ft

1203 x 122 mm 
47 3⁄8 x 4 3⁄4 inch

8,3 mm 
1⁄3 inch

1,468 m2 
 15,80 sq.ft

71,93 m2 
 774,25 sq.ft

1203 x 190 mm 
47 3⁄8 x 7 1⁄2 inch

7,2 mm 
5⁄16 inch

2,51 m2 
 27,02 sq.ft

150,6 m2 
1621,04 sq.ft

by SHINNOKI brushed

SOUND sealed

SOUND brushed

LOUNGE sealed

LOUNGE brushed

PRO sealed 

PRO sealed 2-strip



Technical info

GENERAL 
PROPERTIES 

CLASSIFICATION 
PROPERTIES 

ADDITIONAL 
PROPERTIES 

SAFETY
PROPERTIES

Wood veneer floor covering 
Domestic usage classification 
Commercial usage classification 
Warranty 
CE certification 

Moisture content 
Dimensions floor boards 
Thickness of the top layer 
Deviation of thickness 
Deviation of squareness
Cup in width direction 
Flatness deviation 
Internal bond 
Veneer glueing adhesion 
Mechanical connection system 
Opening between elements 
Tensile strength on short end 
Density 
Weight/sqm

Thickness distention 
Resistance to indentation 
Resistance to abrasion 
Impact resistance 
Adhesion of the lacquer 
Resistance to chemical agents

Appearance of the lacquer 
Gloss 
Hardness of the lacquer 
Residual indentation 
Impact resistance acc. to Wegner 
Elasticity of the lacquer 
Colour fastness 
Castor chair resistance 
Burning cigarette 
Under floor heating/cooling 
Thermal resistance
Thermal conduction  
Step sound 
Acoustic improvement
Reduction of sound impact 
Antistatic performance 
Biological durability 
Well managed forests
Resistance to termites 
Resistance to bacteria 
Recycling 

VOC loss 
Formaldehyde emission 
Formaldehyde emission 
Exudation of plasticizers
PCP (pentachlorophenol)
Burning cigarette 
Fire reaction and smoke generation 
Slip resistance (dry conditions)
Slip resistance (wet conditions)

EN14354
EN685
EN685

PARKY N.V.
EN14342

EN322
EN14354
EN14354
EN14354
EN324-2
EN14354

EN319
EN204/205

EN14354
ISO24334

EN323/EN672

EN 13329 annex G
EN 1534

EN 14354//EN112,73.XX
EN 438-2.21EC2

EN ISO 2409
EN 423/part 2

EN 438/2-5
EN 2813

DIN 53154
EN 433

EN 438-2/11
CEN/TC112 (Brinell)

EN 105-B02
EN 425

EN 438-2,18

EN 12667
EN 12667 

NF S 31-074
EN 140-8/EN717-2(Ln,w)
EN 140-8/EN717-2 (∆Lw)

EN 1815
EN 335-1/EN335-2

EN 664
E1 (EN 717-1)
E1 (EN 717-2)

EN 665
CEN/TR 14823
EN 438-2,18
EN 13501-1
DIN 51131

EN 1339 (pendule)

Class
Class
Year

CE reference number

%
mm
mm
mm
mm
%
%

N/mm²
N/mm²
system

mm
kg/lm
kg/m3

%
Newton/mm²

revolutions
mm
class

grade*

visual
gloss-unit %

Newton
mm

Newton
Hb

grade
no visible change

Class

m²K/W
W/mK

dB
dB (≤58dB=normal acoustic comfort)

dB
kV

Grade

%
Class (ppm)

Class (mg/m³h)
%

mg/kg
Class
Class

Class (R9 --> R13)
Class (USRV)

TEST METHOD UNIT
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SEALED

23
31
12

EN 14342:2005 + A1

≤6
1203 x 190 x 7,2

0.6
≤0,5
≤0,2
≤0,2

4
>1,4
≥1

Uniclic®

≤0,2
500
>950

7

≤8
≥30

>5000
>1200 (EC2)

<2
4

ok
20 (satin)

3
<0,05

>8
2.5
>6

no visible change
3**
ok

0,043
0,230

classe D (85 db)
65
15

< 2 kV (antistatic)
pure wood

no
good

 -
ok

<2,1
E1 (<0,13)
E1 (<3,5) 

0
PCP free

 3**
C1 Bfl s1

R11 (average)
≥15

 BRUSHEDSEALED

23
31
15

EN 14342:2005 + A1

≤6
1203 x 122 x 8,3

0.6
≤0,5
≤0,2
≤0,2

4
>1,4
≥1

Uniclic®

≤0,2
550
>950

8

≤8
≥30

>5000
>1200 (EC2)

<2
4

ok
20 (satin)

3
<0,05

>8
2.5
>6

no visible change
3**
ok

0,0493
0,203

classe D (85 db)
65
15

< 2 kV (antistatic)
pure wood

no
good

 -
ok

<2,1
E1 (<0,13)
E1 (<3,5) 

0
PCP free

 3**
C1 Bfl s1

R11 (average)
≥15

23
31
12

EN 14342:2005 + A1

≤6
1203 x 122 x 8,3

0.6
≤0,5
≤0,2
≤0,2

4
>1,4
≥1

Uniclic®

≤0,2
550
>950

8

≤8
≥20

>5000
>1000 (EC1)

<2
4

ok
10 (matt)

3
<0,05

>5
2
>6

no visible change
3**
ok

0,0493
0,203

classe D (85 db)
65
15

< 2 kV (antistatic)
pure wood

no
good

 -
ok

<2,1
E1 (<0,13)
E1 (<3,5) 

0
PCP free

 3**
C1 Bfl s1

R11 (average)
≥15

 BRUSHEDSEALED

23
31
15

EN 14342:2005 + A1

≤6
1800 x 120 x 15

0.6
≤0,5
≤0,2
≤0,2

3
>1,3
≥1

Uniclic®

≤0,2
625
>850
12

≤12
≥30

>5000
>1200 (EC2)

<2
4

ok
10 (matt)

3
<0,05

>8
2,5
>6

no visible change
3**
ok

0,0997
0,100

classe D (85 db)
60
16

< 2 kV (antistatic)
pure wood

no
good

Microban®

ok

<2,1
E1 (<0,13)
E1 (<3,5) 

0
PCP free

 3**
C1 Bfl s1

R11 (average)
≥15

23
31
12

EN 14342:2005 + A1

≤6
1800 x 120 x 15

0.6
≤0,5
≤0,2
≤0,2

3
>1,3
≥1

Uniclic®

≤0,2
625
>850
12

≤12
≥20

>5000
>1200 (EC2)

<2
4

ok
10 (matt)

3
<0,05

>5
2
>6

no visible change
3**
ok

0,0997
0,100

classe D (85 db)
60
16

< 2 kV (antistatic)
pure wood

no
good

Microban®

ok

<2,1
E1 (<0,13)
E1 (<3,5) 

0
PCP free

 3**
C1 Bfl s1

R11 (average)
≥15 

 BRUSHED

23
31
12

EN 14342:2005 + A1

≤6
1800 x 160 x 15

0.6
≤0,5
≤0,2
≤0,2

3
>1,3
≥1

Uniclic®

≤0,2
625
>850
12

≤12
≥20

>5000
>1200 (EC2)

<2
4

ok
10 (matt)

3
<0,05

>5
2
>6

no visible change
3**
ok

0,0997
0,100

classe D (85 db)
60
16

< 2 kV (antistatic)
pure wood
FSC certified

good
Microban®

ok

<2,1
E1 non added formaldehyde

E1 non added formaldehyde 
<1

PCP  free
3**

C1 Bfl s1
R11 (average)

≥15  

* 1=surface destruction, 5=no visibel changes / ** class 3 = moderate change of gloss level and/or moderate brown spot



www.par-ky.com

PAR-KY nv

Lageweg 33

8930 Menen

Belgium

tel	 +32 (0)56 52 88 40

fax	+32 (0)56 52 88 43

info@par-ky.com

��The pictures of the various wood species in this brochure  
are the reproduction of a unique piece of wood and  
therefore never binding for future deliveries.

  


